L14: Board Decision No 22
On 13 Sep 2018, Licogi 14 Joint Stock Company announced Board Decision No. 22/ QD – HDQT on approving the project of investing for the construction of commercial service kiosks at Minh Phuong urban area – Viet Tri City as follows:

Article 01: Approve the project of investing for the construction of commercial service kiosks at Minh Phuong urban area – Viet Tri City with these following main contents:

1. Name of project: Commercial service kiosks at Minh Phuong urban area

2. Trading name: Project of building LICOGI 14 PLAZA commercial service business area

3. Project classification: Group C

4. Type and level of structure: Civil structure; Level 3

5. Investment determiner: Licogi 14 Joint Stock Company

6. Name of investor: Licogi 14 Joint Stock Company - No. 2068 Hung Vuong Avenue, Nong Trang Ward, Viet Tri city, Phu Tho. Tel: 0210 3953 543

7. Construction site: Minh Phuong Ward – Viet Tri City

8. Institution in charge of consulting of surveying the geological factor of structure: Phu Tho structure’s quality evaluation center

9. Institution in charge of consulting of building the investment project: H2H Architecture & Construction Joint Stock Company

10. Institution in charge of consulting of engineering for fire prevention system: An Binh Fire Prevention Technology & Trading Joint Stock Company

11. Purpose of investment: Building the area of synchronized commercial service kiosks with nice landscape at convenient position in service of the individual businesses in the Province for renting (not for living), partly handle the situation of spontaneous market fairings spread to roads
12. Investment contents and scale:

A. Some major targets:

· Land acreage: 1,500 m2

· Construction acreage: 1,200 m2

· Floor acreage: 3,820 m2

· Building density: 80%

· Land use coefficient: 3.2 times

The investment project included 02 turning kiosk blocks, exploiting maximally the efficiency of the traffic routes

High: 3 floors; engineered high of 1st floor: 3.7 meters; upper floors: 3.6 meters. Floor of the rooftop is poured with reinforced concretes, roofed by corrugated iron (thickness: 0.4mm), using the wooden beam system and recovering walls to hold up the corrugated roof structure

The walls built of non-baked bricks (6x10.5x22 cm), plastered of cement mortars (75#; thickness: 15mm), painted of 3 layers, floors bricked of ceramic tiles (600x600mm), high of reinforces of floors: +0.30m in comparison with reinforces of yards; the restroom area is bricked of non-slip tiles (300x300mm), the walls are bricked of tiles with the high of bricked area which is 2.4m. Windows and doors using aluminum material with 02 layers of glasses (thickness: 0.6mm)

Electric, lightning conductor, water supply and drainage system were designed synchronously

· Kiosk block 01:

Executive building (Construction acreage: 785 m2) is separated into 19 kiosks, included:

· 10 kiosks face with the main road of the urban area, adjacent to the north of the lands, dimension of each kiosk: 3.8m

· 9 kiosks face with the civil road of the urban area, adjacent to the south of the lands, dimension of each kiosk: 4m

· Kiosk block 02:

Executive building (Construction acreage: 415 m2) is separated into 10 kiosks facing with the general traffic road and internal road

B. Technology completion system:

· Yards, internal roads were designed to ensure for the throughout and convenient operation inside the area. Ensure for the requirements of fire fight as regulations

· Structure of yard surface, concrete roads (200, thickness: 10cm), padding layer of black sands (average thickness: 5cm), leveling ground: K=90

· Electric source:

· Connect the low voltage electric source to the structure from the current low voltage wire line at the existed substation of Minh Phuong

· 0.4KV wire line supplies the electricity to the master electric cabinet, using copper cables CU/PVC/XLPE/DSTA 4x70mm2 inside the pipe HDPE105/80

· Cable from the master electric cabinet to the master electric cabinet at structure uses copper cables CU/PVC/XLPE/DSTA 4x16mm2

· Investing for the water supply and drainage system:

Water for living:

· Living water connected from the current clean water pipes underneath the road’s sidewalks

· Clean water is pumped up to the tank on each roof of each structure for use

Drainage:

· Existed rain drainage system underneath the sidewalks and civil roads

· Waste water drainage system includes the floor water, water from sinks at the rest rooms into the septic tanks before flowing into the general system

13. Total investment: VND 26,753,739,000.0

In which:

· Construction expense: VND 21,751,014,938

· Project management expense: VND 607,940,868

· Expense for consulting of investment for construction: VND 1,902,893,282

· Other expenses: VND 1,217,902,309

· Provisional expense: VND 1,273,987,570

14. Source of investment: Investor’s capitals + borrowings at banks

15. Project management form: Investor directly manages the project

16. Implementation term: 12 months from the date that the construction is approved in accordance with the regulations

Article 02: Assign the Board of Management of Licogi 14 Joint Stock Company, based on the contents at the approved investment project, to complete the engineering profiles and estimate to submit to the functional authorities for evaluation so that the Board of Directors could approve and carry out the next steps in accordance with the current regulations

Article 03: Chiefs of these departments: Planning – technology; Finance – Accounting; Organization – Labor; Mechanism – Materials and Manager at the Investment – Construction Branch under Licogi 14.2 Joint Stock Company and the related parties are responsible for the enforcement of this decision
